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Abstract: This article reviews investigations in which Canna indicawas utilized in constructed
wetlands (CW) for wastewater treatment of a variety types. It is strongly urged that ornamental
owering plants be used in CWs as monoculture or mixed species to improve the appearance of
CWs whilst still treating wastewater. Plants play important roles in CWs by giving the conditions
for physical Itration of wastewater, a large speci ¢ surface area for microbial growth, and a source
of carbohydrates for bacteria. They absorb nutrients and integrate them into plant tissues. They
release oxygen into the substrate, establishing a zone in which aerobic microorganisms can thrive
and chemical oxidation can occur. They also provide wildlife habitat and make wastewater treatment
system more visually attractive. The selection of plant species for CW is an important aspect during
the CW design process. Canna indicé& effectiveness in CWs has shown encouraging results for
eliminating contaminants from wastewater. There is still a scarcity of information on the mechanisms
involved in removal of speci ¢ contaminants such as pharmaceuticals, personal care products,
hormones, pesticides and steroids and their potential toxicity to the plants. Therefore, this paper
reviews some published information about the performance of Canna indicain wastewater treatment,
as well as potential areas for future research.

Keywords: constructed wetlands; Canna indica emerging contaminants; wastewater treatment;
phytoremediation

1. Introduction

Constructed wetlands (CW) are manmade structures used for treatment of water and
wastewater. They consist of plant species, substrates and microorganisms [1]. They work
by mimicking natural wetlands processes in a somewhat more controlled environment [ 2].
Water and wastewater treatment in CW is enabled via a variety of physical, chemical, and
biological processes [3,4]. The root zone (or rhizosphere) is the active reaction area of CWs.
This is the site of physicochemical and biological processes resulting from the interaction
of plants, microbes, soil, and contaminants [5]. Hydraulic loading rates, water retention
time, water depth, CW design and construction, and feeding mode are all important
operational factors that in uence CW treatment performance [ 2]. CWs are getting more
and more popular as a treatment option for a variety of wastewaters, including industrial,
agricultural, and household wastewaters, land Il leachate, and stormwater runoff [ 1,6-8].
Several studies have shown that these systems are effective at removing carbon, nitrate,
phosphate, and heavy metals [9,10]. One of the great advantages of CW systems is their
cheap operating and maintenance costs [11,12].

Plants are widely acknowledged as having a vital role in the elimination of contami-
nants from CW wastewater [ 12]. This is accomplished by complex interactions between
plants, water bodies, media, and microorganisms. Plants in CWs has a thermoregulatory
impact that promotes a multitude of physical, chemical, and biological activities [ 13,14].
These include increasing the Itering effect and porosity throughout the root distribution,
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uptake and storage of some essential nutrients in their tissues. They also protect the CWs
from frost in the winter and radiation in the summer, and acting as a puri cation reaction

by increasing the process diversity in the rhizosphere [ 15,16]. They deliver oxygen to the
substrate's root zone, allowing aerobic bacteria to breakdown contaminants [ 17,18]. They
also discharge root exudates, which bio Ims consume, and they introduce new fungus and
symbiotic bacteria to the wetland ecology [ 3]. As a result, CWs with plants have a higher
nutrient removal ef ciency than those without plants [18].

Because different plants perform differently, plant species selection and clarifying their
crucial role in the treatment process are critical concerns in the design of CWs [ 14]. Plants
that grow naturally in the region where CWs are being established are usually preferred [ 2].
The selection of a suitable permeable substrate in proportion to the hydraulic and organic
loads is the most critical design parameter for CW. Most treatment issues arise when the
permeability is not suf ciently chosen for the applied load [ 19]. The substrate utilized
may also have an impact on performance of a selected plant in CW. The interaction among
both roots/rhizomes as well as the substrate is an essential part of the complex activities
occurring in the rhizosphere. The substrate is the primary substance that supports growth
and development of plants and microbial Ims [ 5] and directly interacts with contaminants
via physical adsorption [ 20]. The volume and length of the roots of the same plant can vary
dramatically depending on the substrate. Natural materials such as gravel, sand, zeolite,
anthracite, volcanic rocks, granite, quartz, and soil are used, as are man-made substrate
materials such as hollow bricks, steel slag, ceramic, activated carbon, arti cial ecological
substrates, and sponge iron [21].

1.1. Plants Used in CW

The most commonly used plants in CW, according to literature, are Phragmites australis
Typha latifolig and Cyperus papyrug22-26]. Canna indicais currently being studied as a
potential option for CW [ 13]. When compared to Phragmites australisa commonly utilized
plant for CWs, the key bene t of the Canna plant is its high biomass production with a
fast development rate [8]. Because fast-growing plants with huge roots are favourable
for nitrifying bacteria to improve nitri cation, the bio Im's surface area is increased by
their quick growth rate and large biomass [ 18]. The Canna plant consumes 3-5 times more
water than typical wetland plants. Furthermore, the owering and attractiveness provide
additional bene ts for its application [24].

When compared to Cyperus alternifoliusand Phragmites australisCanna indicaoutper-
forms them in terms of pollution reduction and greenhouse gas emissions [ 18,27]. Canna in-
dicahave a brous roots structure that produces high aerobic conditions throughout the
CW, allowing for more removal [ 26]. Its root system has much more root development,
root number, root biomass, and root surface area than the other plant species. This plant
has a high level of pollution resistance and a lengthy root life cycle [ 26]. Canna indic&s
aerenchyma tissue facilitates the delivery of ambient oxygen to the rhizosphere creating
a perfect environment for nitri cation processes. According to studies, plant absorption
contributes roughly 5-15% of total nutrient removal from wastewater, while the majority of
pollutant removal occurs in the rhizosphere by root zone bacteria [28].

1.2. About Canna indica L.

Canna indica L(Figure 1) is one of the most common owering ornamental plants
for garden borders and beds, and occasionally grown as potted plants [ 27]. Recent inves-
tigations have revealed that the plant has medicinal value in addition to its ornamental
value [29]. Some features of Canna indicaare given in Table 1.
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Figure 1. Canna indicgplant (Photo by author).

Table 1. Some characteristics ofCanna indica

Characteristics

Description of Characteristics

Plant description

Canna indicas a coarse perennial herb that grows to heights of 90 cm to 3 m. It owns
large leaves similar to but not as large as those of the banana plant [30]. The owers are
red, solitary or in pairs, and the bract is about 1.3 cm long. The fruits are green oblong
capsules that are spiny and 2 to 2.5 cm long. The silky coat protects the seeds, which are

rst white and then turn black with chestnut brown markings as they mature [31-33].

Botanical classi cation

Kingdom: Plantae, Subkingdom: Tracheobiont, Super division: Spermatophyta,
Division: Magnoliophyta, Class: Liliopsida, Subclass: Zingiberidae, Order: Zingiberales,
Family: Cannaceae Genus: Canna, Species: indica [31,34,35].

Habitat and geographical distribution

Canna indicas native to the tropical regions of America, but it is also found in other
tropical countries across the world [ 36]. It prefers moist, shady environments in forests,
savannahs, and swamps as well as areas along rivers or roads B0,35,37,38]. The plant is

soft and easily uprooted. It is easily propagated by seeds or root cuttings [39]. Canna

indicahas a life cycle of roughly 9 months [34].

Tolerance

Canna indicacan tolerate in environments with high salinity [40], high concentration of
Cu[41] and Cd%* up to 5 mg/L. Above 5mg/L Cd 2* stress some damage can occur4?].
The plant can also tolerate excess moisture and pests although it is susceptible to rust
(Puccinia thaliae) disease, as well as cut worm, Japanese beetles and grasshoppers [38].
It can grow in a wide range of light conditions. This includes both strong light intensity,
such as direct sunlight, and low light zones caused by objects such as buildings and
bridges [43]. It can also grow well in areas with uctuating source of nutrients [44,45].

Uses

Due to high antimicrobial activity [32,46,47], different parts of this plant are used as
traditional medicine to cure various diseases [48]. It contains palatable natural starch;
thus, it can be used as food. The dried root powder of this plant is used to thicken
sauces and improve the texture of foods [39]. It is used in CW systems to remove a
range of contaminants from water and wastewater [49].

As a result, the purpose of this paper is to examine studies on Canna indicg ability to
remove various types of contaminants from wastewater in CW.

2. Materials and Methods

Secondary data acquired from research papers, review papers, and books is presented
in this review. These documents linked to the performance of Canna indicaor the removal
of various types of contaminants in CW were gathered from a variety of sources, including
Google search, Google Scholar, and individual journal websites. Canna indicaconstructed
wetland, microphytes, wastewater, and ef uent are some of the phrases that were used in
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the search. Only studies that were published in English were considered. We didn't apply
any study type or publication date Iters in our search.

3. Removal of Nutrients, COD, BOD 5, TDS and TSS

Several studies utilized Canna indican CWs revealed that it is effective at removing
total suspended solids (TSS) and several chemical pollutants such as biochemical oxygen
demand (BODs) and chemical oxygen demand (COD), nutrients such as total phosphorus
(TP) and total nitrogen (TN). Results from studies by different researches on removal of
conventional wastewater parameters are summarised in the Table 2.

Table 2. Examples of studies on performance of CW planted with Canna indican treatment of wastewater.

Removal Ef ciency (%)

Type of CW Substrate V\?j ature of COD BOD 5 TDS TSS N P Reference
astewater
VSSFCW Gravels and sand Domestic 81.8 22.3 60.4 80.0 [4]
Microscale . )
VSSECW Soil Domestic 87.0 91.0 97.0 98.0 [8]
Lab scale Vermicompost, .
VSSECW soil, sand, gravels Synthetic 75.8 80.6 84.8 42.6 [50]
HSSFCW Gravels ST ef uent 54 68.0 13.0 [3]
HSSFCW Quartz sand Synthetic 65.0 43.0 [9]
Pilot scale Water quenched .
VSSECW slag Synthetic 80.0 [7]
Sand slag Domestic 24.1 88.9 [1]
VSSFCW Coal slag Domestic 29.9 60.1 [1]
Blast furnace slag Domestic 21.6 447 [1]
Lab scale .
aerated CW Gravels and sand Synthetic 95.0 83.0 [51]
VSSFCW Stones, gravels, |y qial 74.0 85.0 96.4 52]
sand and clay
VSSFCW Gravels Synthetic 62 95.0 77.0 [53]
Labscalecw  "eoble gravels, Sewage 61.8 68.0 717 733 [54]
sand, and soil
Lab scale CW  Gravels and sand Synthetic 92.8 87.3 67.8 89 82.6 [55]
Lab scale CW  Gravels and sand Grey 67.9 89 82.6 [56]

Key: Vertical subsurface ow constructed wetland (VSSFCW), Horizontal subsurface ow constructed wetland

(HSSFCW), Septic tank (ST), Chemical oxygen demand (COD), Biochemical oxygen demand (BOD), Total dissolved
solids (TDS), Total suspended solids (TSS), Total nitrogen (N), Total phosphorus (P).

The ef ciency of CWs planted with Canna indican eliminating nutrients, COD, BOD s,
TDS and TSS from wastewater from diverse sources is shown in Table 1. The interpretation
of differences in results from different studies requires caution as plant performance can be
in uenced by problems during growth, plant health, which can be in uenced by pH and
toxicity of wastewater, unanticipated occurrences such as extreme freezing or herbivory, or
other unidenti ed factors [ 57]. Because of differences in pollutant in uent loads, CW ow
type, and environmental temperatures, the performance ndings in different studies varies.
These features have a signi cant impact on CW performance [ 7,40]. Due to increased
interactions between roots, substrates, and nutrients, a longer hydraulic retention time or a
slower hydraulic loading rate (HRT) result in higher nutrient removal[  1,58]. In comparison
to the other types of CW, VSSFCW is employed the most in the studies cited. This is
owing to HSSFCWs' limitations, which include a lack of oxygen transfer capabilities. The
vertical movement of water across layers to the bottom of beds allows air to Il the pores,
resulting in a high oxygen transfer rate in the system that aids nitri cation and organic
waste removal [59,60]. However, no study has been done to compare side to side the
performance of different designs of CWs planted with Canna indica The performance
of Canna indicaplanted CWs of various designs must thus be compared on the basis of
substrate type, wastewater source, feeding method, hydraulic retention time, and hydraulic
loading rate.
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There is a substantial difference in performance depending on whether the plant
is grown in monoculture or mixed with other plant species [ 61]. There is substantial
interspeci ¢ competition in mixed-culture, according to research undertaken to explore the
in uence of mono- and mixed-culture between Canna indicaand Schoenoplectus validuwith
Canna indicabeing the superior competitor [ 62]. In a mixed culture, Canna indicaemploys
its large leaf area and canopy diameter to capture light and nutrients. This allows it to
out-compete other species in both nutrient-limited and nutrient-rich situations by speeding
up its vegetative growth [ 63]. A mixed culture is said to have greater temporal and spatial
compensation in plant development, as well as nutrient preference [ 61]. As a result, the
use of mixed culture constructed CWs is laudable. High competition, on the other hand,
causes community structure and species composition to become unstable in mixed culture
CWs. In fact, it's required to build a complex CW employing different monoculture cells
to limit rivalry among component species, providing for the bene ts of a mixed system
while avoiding competition [ 12]. More research is needed to determine the performance
of CWs planted with Canna indicawhen combined with other plant species. The studies
could concentrate on plant density, mode of plant mixing, and the number of plant species
in each con guration.

By generating a favourable oxidative environment, aeration can increase system
ef ciency, resulting in improved nitri cation and organic biodegradation. Spray aeration is
considered a cost-effective technique for on-site treatment of domestic sewage due to its
high treatment effectiveness [51]. Canna indicalike other plat species in CWs, is susceptible
to wastewater contaminants. According to studies, CWs utilizing ornamental plants are
widely utilized as secondary or tertiary treatments. This has been in uenced by the reported
negative effects of excessive organic/inorganic loading on plants in systems that employ
them without prior treatment. Ornamental plants, including as Canna indicaare used in
CWs to give them a good visual impression [ 13]. Moreover, a proper harvesting is critical
since the nutrients recovered during harvesting could account for a signi cant part of the
in ow load. If the plants are not harvested, the majority of the nutrients in the biomass
will be released into the water throughout the process of decomposition. Furthermore, the
harvested plants can be appropriately used to provide about some nancial advantages [ 64].
There is a scarcity of information about Canna indicaharvesting in CWSs. To identify the
most suitable harvesting time and method that don't affect the CW's performance, more
research is required.

4. Removal of Fluoride

Fluorine is the most electronegative element, having a Pauling Scale electronegativity
of 3.98, making it extremely reactive. As a result of this feature, the element is found in the
environment in various forms of mineral salts rather than in its pure form [  65]. Fluoride
intake of more than 1.5 mg/L from food and/or drinking water, according to WHO, and
4.0 mg/L according to Tanzania Bureau of Standards (TBS), has been linked to skeletal
malformations such as dental uorosis and enlargement of the skull, as well as changes in
several physiological activities in the body [ 66]. There have also been some reports of the
effects of waterborne uoride on development, reproduction, and survival, which suggest
that long term uoride exposure causes a steady drop in reproduction [ 67]. This makes it
necessary to monitor and control the exposure of uoride in the aquatic systems.

The removal of uoride from water was investigated using different microphytes
namely Canna indicaEpipremnum aureumCyperus alternifoliusand Cyperus rotundus The
percentage removal of uoride was 95, 52, 65 and 56 for Canna indicaEpipremnum aureum
Cyperus alternifoliusand Cyperus rotundusespectively. Based on the measured uoride
concentrations in roots and leaves, the bioaccumulation factor (14.28) and translocation
factor (0.26) demonstrated Canna indicé superiority. Increasing by 10-50 ppm of uoride
concentration was observed to reduce the performance of Canna indicaby 31% [68]. Another
study employed soil and coal cinder as the substrate for uoride removal using a vertical-
ow CW. The maximum uoride adsorption capacity of soil was 0.78 mg F /g, and
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coal cinders was 7.25 mg F /g. This study concluded that Cannas and calamus-planted
CW have a higher uoride removal effectiveness than unplanted wetlands [ 22,69]. More
studies employing Canna indicaare required in connection with ongoing researches on the
removal of uoride from surface water and wastewater. More realistic settings, such as
real wastewater spiked with known uoride concentrations, must be incorporated into the
pilot study. It is important to conduct more research to learn how uoride, a contaminant,
impacts Canna indican the CW.

5. Removal of Heavy Metals

Heavy metals are metals with a density of greater than 5 g/cm 2 that have a harmful
effect on the environment and living things [ 70,71]. Metals have high electrical conductivity,
malleability, and brightness, and they can easily shed electrons to form cations. Heavy
metals are plentiful in nature and can be found in the crust of the earth [ 72]. Heavy metal
composition varies by location, resulting in changes in surrounding concentrations [ 73].
Heavy metal contamination has become one of the most pressing environmental issues
of our time [ 74]. They are non-biodegradable and tend to accumulate in living species
throughout food chains, causing major environmental and human health problems [ 75].
Heavy metals are among the toxic contaminants that have reached hazardous levels. Silver
(Ag), gold (Au), cadmium (Cd), arsenic (As), zinc (Zn), selenium (Se), nickel (Ni). Uranium
(U), mercury (Hg), chromium (Cr) and lead (Pb) are among the heavy metals of concern [ 76].

To remove heavy metals from wastewater, different techniques such as bioreactors,
membrane lItration, nanotechnology, and biodegradable polymers have been investi-
gated [77,78]. However, because of their considerably large construction and operation
expenses, as well as energy requirements, an effective and cost-effective approach for
removing heavy metals from wastewater remains an essential concern [79]. This is espe-
cially true in developing nations, where industrial ef uent is frequently combined with
residential and/or agricultural wastes [ 80]. The potential of aquatic plants for removal
of heavy metals has been well researched in both eld and laboratory setups [ 81]. Heavy
metal removal mechanisms in CWs are complex, comprising a variety of processes such
as ltration, microbial activity, absorption, precipitation, plant uptake and complexation.
Metal absorption and translocation capacities of wetlands plant species vary signi cantly.
Sulphate-reducing bacteria degrades organic waste into smaller molecular weight acids
and bicarbonate, increasing alkalinity and precipitating metal sulphide. The interaction
between bacteria and plants is signi cant since it implies symbiotic systems for heavy metal
removal and tolerance [82,83].

Several studies have looked into how effective Canna indicaplanted CW is at removing
heavy metals from ef uent. Canna indicawas utilized to eliminate Cd from hydroponic
settings in a study. The ndings showed that Canna indicais capable of withstanding
Cd toxicity by storing heavy metals in root tissues, fencing them out with cell walls, and
binding with physiologically detoxi ed fractions[  42]. It has been reported that Canna indica
can remove more than 85% of Cd [8(]. It can also remove up to 98.3% Cr and 96.2% Ni
from aqueous solution at initial concentrations of 10 mg L 1 and at an HRT of 48 h [11].
95% of Zn, 96% of Cu and 93% of Cr have been reported to be removed from sewage
wastewater [78] and 99.67% of Cr from synthetic wastewater [ 84,85. When used for
treatment of land Il leachate spiked with 0.2 mgL ! and 0.1 mgL ! of Cr, Ni, and Zn
it was revealed that the performance may be affected by the level of the pollutants in
aqueous system. The results showed that with 0.2 mgL 1, 54%-Cr, 47%-Ni and 47%-Zn
was removed and with 0.1 mgL 1, 71%-Cr, 62%-Ni and 59%-Zn was removed [86].

The ef ciency on heavy metals removal is also affected by the water salinity. Heavy
metals such as Cu, Zn, Cd, and Pb can effectively be removed from saline wastewa-
ter at an EC of 7 mS/cm. The Removal ef ciency is suppressed at high salinity (EC of
30 mS/cm) [87]. In wetland plants, heavy metal concentrations decrease in the follow-
ing order: roots > leaves > stems [79]. Two crucial indices, the bioconcentration factor
(BCF) and the translation factor (TF), are employed to assess plant compatibility for heavy
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metals phytoremediation. BCF denotes macrophyte heavy metal intake capability, while
TF denotes internal metal transit from subterranean (roots) to aerial sections (both stems
and leaves) [80]. Plants with BCF and TF values larger than one are regarded to have
phytoextraction potential, whereas plants with BCF greater than one and TF less than
one are regarded to have phytostabilization potential [ 88]. These factors can be expressed
mathematically using equations below;

_ Metal concentration in plant tissue
Concentration of metal in substrate (soil)

BCF

Metal concentration in stems and leaves
Metal concentration in roots

In an experiment, Pb, Cd, Cu, and Zn were removed from synthetic wastewater by
more than 85% just in 24 h of treatment. In this study the heavy metals accumulated with
high bioconcentration factors and translocation factors [ 80]. The highest uptake of Cr, Pb
and Ni from sewage wastewater was reported in the roots than stem and leaves [ 54]. In
a study on treatment of piggery ef uent, BCF was reported to be 1.1 for Fe, 1.0 for Mg,
0.2 for Al, 0.9 for Ca, 0.4 for Zn and 0.7 for Mn. In the same study, TF was 0.7 for Fe, 0.8 for
Mg, 0.6 for Al, 0.9 for Ca, 0.8 for Zn and 0.8 for Mn [ 89]. These results shows the potential
of Canna indicafor removal of heavy metals from aquatic systems [ 80]. Future research
should take into account the likelihood that an in uent with a relatively high concentration
of heavy metals may have different removal properties in CW planted with  Canna indica
potentially even harming the plant.

TF =

6. Removal of Emerging Contaminants

Contaminants can be categorised as either priority chemicals (PC) or emerging con-
taminants (EC). Emerging contaminants (ECs) also known as emerging pollutants, are
naturally occurring, synthetic, or anthropogenic chemicals or substances that are not rou-
tinely monitored and have an adverse impact on the environment and human and animal
health [90]. Other de nitions emphasize the absence of regulation of these compounds, as
well as the unknown adverse impacts they could have on the aquatic ecosystem and human
health [91]. Most PCs are organic contaminants, but some toxic metals and organometallic
compounds have been also identi ed as PCs. ECs include substances that have been
recently detected in natural streams (often due to improved analytical detection capacity)
and/or pose risks (normally not fully understood yet) to human health and/or ecosys-
tems [92]. These chemicals have been found in practically every component of the water
cycle, such as potable water supplies. Although EC concentrations in the environment
are typically modest (ranging from parts per trillion to low parts per billion), many have
expressed toxicological concerns, particularly when they appear as complex mixtures of
chemicals [93,94]. ECs comprise several types of compounds such as pharmaceuticals
and personal care products (PPCPs), steroids and hormones, pesticides, industrial and
household chemicals, metals, surfactants, industrial additives, among others [95].

Certainly, the existing water and wastewater treatment plants have been designed
for the best in treatment and removal of contaminants and eutrophicating pollution loads,
especially those which are speci ed in the existing regulations. Since they cannot be entirely
removed by conventional wastewater treatment, the ECs are released into the receiving
environments including rivers, shponds, and crop elds[ 96]. Different methods including
phytoremediation have been studied regarding removal of EC from wastewater. Studies
on biomass of some selected plants, particularly macrophytes and rhizomes, provide
leading clues on means of improving the quality of wastewater by removing different
pollutants including ECs. Various plants have been investigated regarding removal of
ECs such as pharmaceuticals and personal care products from wastewater [97]. The most
popular investigated plants are Phragmites australisTypha spp. Typha angustifoliand
Typha latifolia[98]. Despite good performance in conventional wastewater treatment, there
is limited studied regarding removal of ECs using Canna indican CWs.
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6.1. Pesticides

Pesticides can be any chemical compound, biological agent, antibiotic, disinfectant, or
technology used to control pests. Pests include insects, weeds, plant pathogens, mollusks,
nematodes, sh, birds, animals, and bacteria that degrade property value, serve as disease
vectors, or cause nuisance P9). Pesticides in aquatic environments are now a pressing issue
because they tend to accumulate in the bodies of aquatic organisms and the soil, creating
a public health risk [ 10q. The fate of Chlorpyrifos (CP), a common organophosphorus
pesticide, and its hydrolytic metabolite 3,5,6-trichloro-2(1H)-pyridianol (TCP) in CW were
investigated using diverse species of plants. Canna indicasurpassed Phragmites australiand
Typha orientalign the elimination of CP and TCP [ 101]. Other researchers examined into the
removal ef ciency of Triazophos (TAP) utilizing CW grown with ~ Canna indica This study
indicated that when the in uent TAP concentration is lessthan1mgL 1, CW planted with
Canna indicacan effectively eliminate TAP by more than 90 percent. TAP elimination in the
CW was accomplished through phytoaccumulation (0.03%), substrate absorption (4.33%),
and other processes (95.63%). The majority of the TAP removed was most contributed by
action of plants and microorganisms to degradation [ 102. TAP removal using Canna indica
was also studied in a hydroponic setting. The results shows that TAP removal was 41-55%
after 21 days of exposure. The contribution of the plant to TAP removal was 74% [103].

Canna indica performed better in a study investigating the removal of

-hexachlorocyclohexane ( -HCH) from water in the winter, with a removal ef ciency of
96.64%. The main mechanism for removing -HCH from water in the CW was determined
to be substrate sorption [104]. Single and binary combinations of penta-chlorophenols
(PCP) and trichlorophenols (TCP) were tested for competitive adsorption and phytotoxicity
on Canna indicaas the phytoremediator. The two chemicals in the system create an antago-
nistic interaction preventing both chlorophenols from being absorbed by Canna indicaln
the binary system, Canna indicashowed higher af nity or elimination rate for TCP than
PCP [105. All these results demonstrates that CW planted with Canna indicas capable of
removing pesticides from aqueous system. However, all the pesticides discussed belongs
to two groups such as organophosphates and organochlorides. More research is needed
to investigate the potential of CW planted with Canna indicato remove more pesticide
groups such as carbamates, fungicides, and herbicides under diverse environmental circum-
stances. This would contribute to the design of CW systems for pesticides contaminated
wastewater treatment.

6.2. Pharmaceuticals

Pharmaceuticals are aimed to cure and treat disease while also promoting good health.
However, the active pharmaceutical ingredients in these pharmaceuticals, whether as the
parent compound or its metabolites, can be discharged into the environment and be present
in very low, but quanti able, concentrations [ 106107. When pharmaceuticals enter the
environment, they may be totally degraded, partially degraded and held in the sedimen-
tation sludge, or they may be metabolized toward a more hydrophilic compound [ 10§.
These chemicals do not evaporate at normal temperatures or pressure because of their high
solubility in water; consequently, they enter the soil and aquatic environments via sewage,
treated sewage sludge, and irrigation with reclaimed waters [ 109. Pharmaceuticals, as
opposed to conventional pollutants, are biologically active substances that are designed
to interact with speci ¢ physiological processes in the target organism. As a result, they
represent a new class of chemicals capable of in uencing certain animal activities (such as
reproduction, growth and development) at ecologically relevant quantities. [ 110,111]. Their
major sources include sewage ef uent, hospitals and manufacturers wastewater, land lls
and improper disposal [ 117. Because they are not completely eliminated by conventional
wastewater treatment processes, they must be eliminated using an alternative method [ 113
and CW is one of these alternatives [114].

Two continuous- ow CWs planted with  Canna indicaand Phragmites australis were
used in one study to remove high levels of conventional pollutants and low amounts of



monoclonal (GXM) as the primary antigen shed by the orgariisnperform the procedure,
specimens and specimen diluent are added into an appropriate test tube, and theolateral fl
device is placed intatest tube. If CrAg is present in the specimen, then it binds to the anti
CrAg antibodies forming the antibogyntigen complex a sandwich at the test line resulting
into a visible line and immobilized antibodies at the contrad all bind to the control
antibody and form a visible control line. Results are interpreted after 10 minutes where positive
test results create two lines (test and control) and negative test results form only one line

(control). If a control line fails tdevelop then the test is not valid (F&).

Figure 2: Five easy steps to perform the detection of cryptococcal antigen using
lateral flow assay(Pelfrey & Bauman, 2012)

234 O\FREDFWHULXP "HWHUPLQHE 7% /DWHUDO )ORZ 8ULQH

O\FREDFWHULXP "HWHUPLQHE 7% /DWHUDO )ORLAMUWLQH /LSF
an immunochromatographic test for the qualitative detection of lipoarabinomannan (LAM)
antigen of Myobacteria in human uringherea lipopolysaccharide present in mycobacterial

cell wallsis released from metabolically active or degenerating bacterial TebsLAM is
predominatelypresentin people with active TB disease. The test is performed maniogally

applying 60 / R XULQH WR WKH 'HWH U Pstrip Br@ ing@atiryCat $abnW H V W
temperature for 2inutes (Fg. 3). The strip is then visually inspected by eye foe visible

band on the test strgit patient and contrddars(Bulteryset al, 2020; Byashalirat al,, 2019;

WHO, 2019)






Conservatior2022 2 509

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24.

25.

26.

27.

28.

29.

30.

31.

32.

33.

34.

Wang, W.; Ding, Y.; Wang, Y.; Song, X.; Ambrose, R.F.; Ullman, J.L.; Winfrey, B.K.; Wang, J.; Gong, J. Treatment of rich ammonia
nitrogen wastewater with polyvinyl alcohol immobilized nitri er bioforti ed constructed wetlands. Ecol. Eng.2016 94, 7-11.
[CrossRef]

Fu, G.; Zhang, J.; Chen, W.; Chen, Z. Medium clogging and the dynamics of organic matter accumulation in constructed wetlands.
Ecol. Eng.2013 60, 393-398. [CrossRef]

Yaday, A.K.; Kumar, N.; Sreekrishnan, T.R.; Satya, S.; Bishnoi, N.R. Removal of chromium and nickel from aqueous solution in
constructed wetland: Mass balance, adsorption-desorption and FTIR study. Chem. Eng. 201Q 160, 122-128. [CrossRef]

Liang, M.Q.; Zhang, C.F.; Peng, C.L.; Lai, Z.L.; Chen, D.F.; Chen, Z.H. Plant growth, community structure, and nutrient removal

in monoculture and mixed constructed wetlands. Ecol. Eng.2011, 37, 309-316. [CrossRef]

Sandoval, L.; Zamora-Castro, S.A.; Vidal- Ivarez, M.; Mar “a-Mufiiz, J.L. Role of wetland plants and use of ornamental owering
plants in constructed wetlands for wastewater treatment: A review. Appl. Sci.2019 9, 685. [CrossRef]

Tuarker, O.C.; Ture, C.; Bocik, H.; Cicek, A.; Yakar, A. Role of plants and vegetation structure on boron (B) removal process in
constructed wetlands. Ecol. Eng.2016 88, 143-152. [CrossRef]

Fraser, L.H.; Carty, S.M.; Steer, D. A test of four plant species to reduce total nitrogen and total phosphorus from soil leachate in
subsurface wetland microcosms. Bioresour. TechnoR004 94, 185-192. [CrossRef] [PubMed]

Ramesh, G.; Goel, M.; Das, A. A study on comparison of horizontal and vertical ow wetland system in treating domestic
wastewater. Int. J. Civ. Eng. Technol2017, 8, 1302-1310.

Yang, Q.; Chen, Z.H.; Zhao, J.G.; Gu, B.H. Contaminant removal of domestic wastewater by constructed wetlands: Effects of
plant species. J. Integr. Plant Biol.2007, 49, 437-446. [CrossRef]

Zhu, H.; Zhou, Q.W,; Yan, B.X.; Liang, Y.X.; Yu, X.F.; Gerchman, Y.; Cheng, X.W. In uence of vegetation type and temperature on
the performance of constructed wetlands for nutrient removal. Water Sci. TechnoR018 77, 829-837. [CrossRef]

Heike, H.; Winker, M.; von Muench, E.; Platzer, C. Technology Review of Constructed Wetlands. Subsurface Flow Constructed
Wetlands for Greywater and Domestic Wastewater Treatment. Deutsche Gesellschaft fir Internationale Zusammenarbeit (G1Z).
Eschborn, Germany. February, 2011. Available online: www.gtz.de/ecosan (accessed on 1 April 2022).

Li, Y.; Zhu, G.; Ng, W.J.; Tan, S.K. A review on removing pharmaceutical contaminants from wastewater by constructed wetlands:
Design, performance and mechanism. Sci. Total Environ.2014 468—469 908—932. [CrossRef]

Wang, H.; Xu, J.; Sheng, L.; Liu, X. A Review of Research on Substrate Materials for Constructed Wetlands A Review of Research
on Substrate Materials for Constructed Wetlands. Mater. Sci. Forum2018 913 917-929. [CrossRef]

Mar¥-Mufiiz, J.L.; Hernjndez, M.E.; Gallegos-Prez, M.P.; Amaya-Tejeda, S.I. Plant growth and pollutant removal from
wastewater in domiciliary constructed wetland microcosms with monoculture and polyculture of tropical ornamental plants.
Ecol. Eng.202Q 147, 105658. [CrossRef]

Mburu, N.; Rousseau, D.P.L.; van Bruggen, J.J.A.; Lens, P.N.LThe Role of Natural and Constructed Wetlands in Nutrient Cycling and
Retention on the Landscag@pringer: Cham, Switzerland, 2015; pp. 1-326, ISBN 9783319081779.

Wu, Y.; He, T.; Chen, C.; Fang, X.; Wei, D.; Yang, J.; Zhang, R.; Han, R. Impacting microbial communities and absorbing pollutants
by Canna Indicaand Cyperus Alternifolius in a full-scale constructed wetland system. Int. J. Environ. Res. Public Health019
16, 802. [CrossRef] [PubMed]

Chen, X.; Zhu, H.; Yan, B.; Shutes, B.; Xing, D.; Banuelos, G.; Cheng, R.; Wang, X. Greenhouse gas emissions and wastewater
treatment performance by three plant species in subsurface ow constructed wetland mesocosms. Chemospher202Q 239 124795.
[CrossRef] [PubMed]

Sharma, G.; Priya; Brighu, U. Performance Analysis of Vertical Up- ow Constructed Wetlands for Secondary Treated Ef uent.
APCBEE Procedi2014 10, 110-114. [CrossRef]

Purshottam, D.K.; Srivastava, R.K.; Misra, P. Low-cost shoot multiplication and improved growth in different cultivars of
Canna indica3 Biotech2019 9, 67. [CrossRef]

Datta, A.; Singh, H.O.; Raja, S.K.; Dixit, S. Constructed wetland for improved wastewater management and increased water
use ef ciency in resource scarce SAT villages: A case study from Kothapally village, in India. Int. J. Phytoremediatio2021, 23,
1067-1076. [CrossRef]

Ayusman, S.; Duraivadivel, P.; Gowtham, H.G.; Sharma, S.; Hariprasad, P. Bioactive constituents, vitamin analysis, antioxidant
capacity and -glucosidase inhibition of Canna indica.. rhizome extracts. Food Biosci202Q 35, 100544. [CrossRef]

Wafa, S.N.; Mat Taha, R.; Mohajer, S.; Mahmad, N.; Ahmed, A.B.A. Organogenesis and Ultrastructural Features of in Vitro Grown
Canna indica.. Biomed Res. Int2016 2016 2820454. [CrossRef]

Al-Sna , A.E. Bioactive components and pharmacological effects of Canna indica—An overview. Int. J. Pharmacol. ToxicoR015 5,
71-75.

Bachheti, R.K.; Rawat, G.S.; Joshi, A.; Pandey, D.P. Phytochemical investigation of aerial parts ofCanna indicacollected from
Uttarakhand India. Int. J. PharmTech Re2013 5, 294-300.

Enyoh, C.E.; Isiuku, B.O. Competitive biosorption and phytotoxicity of chlorophenols in aqueous solutionto  Canna indicalL. Curr.
Res. Green Sustain. Che2021, 4, 100094. [CrossRef]

Mishra, S.; Yadayv, A.; Singh, E.K. A review on Canna indicaLinn: Pharmacognostic and pharmacological pro le. J. Harmon. Res.
2013 2, 131-144.


http://doi.org/10.1080/15226514.2021.1876627
http://doi.org/10.1016/j.fbio.2020.100544
http://doi.org/10.1155/2016/2820454
http://doi.org/10.1016/j.crgsc.2021.100094

Conservatior2022 2 510

35.

36.

37.
38.

39.

40.

41.
42.

43.

44,

45.

46.

47.

48.

49.

50.

51.

52.

53.

54.

55.

56.

57.

58.

59.

60.

61.

62.

Kumbhar, S.T.; Patil, S.P.; Une, H.D. Phytochemical analysis ofCanna indical. roots and rhizomes extract. Biochem. Biophys. Rep.
2018 16, 50-55. [CrossRef]

Sasaerila, Y.H.; Tajuddin, T.; Pengkajian, B.; Teknologi, P. Study on the survival and adaptation of Canna indicelL. to different light
environments and herbivore attacks. Int. J. Adv. Sci. TechnoR019 7, 2321-9009.

Imai, K. Edible canna: A prospective plant resource from South America. Jpn. J. Plant Sci2008 2, 46-53.

Pandey, S.; Bhandari, M. Hidden Potential of Canna Indica—Anamazing Ornamental Herb. Int. J. Tech. Res. Sc2021, Special
112-118. [CrossRef]

De Las Mercedes Ciciarelli, M. Life Cycle in Natural Populations of Canna indicaL. from Argentina. In Phenology and Climate
Changelntech: Rijeka, Croatia, 2012. [CrossRef]

Chen, X.; Cheng, X.; Zhu, H.; Bafiuelos, G.; Shutes, B.; Wu, H. In uence of salt stress on propagation, growth and nutrient uptake
of typical aquatic plant species. Nord. J. Bot.2019 37, 12. [CrossRef]

Talukdar, D. Studies on antioxidant enzymes in Canna indicaplant under copper stress. J. Environ. Biol.2013 34, 93-98.

Dong, X.; Yang, F.; Yang, S.; Yan, C. Subcellular distribution and tolerance of cadmium in Canna indicaL. Ecotoxicol. Environ. Saf.
2019 185 109692. [CrossRef]

Sasaerila, Y.H.; Sakinah, S.; Noriko, N.; Wijihastuti, R.S. Effects of Light Environments on Leaf Traits and Phenotypic Plasticity of
Canna indicaBiosainti ka J. Biol. Biol. Educ2021 13, 169-177. [CrossRef]

Konnerup, D.; Brix, H. Nitrogen nutrition of =~ Canna indica Effects of ammonium versus nitrate on growth, biomass allocation,
photosynthesis, nitrate reductase activity and N uptake rates. Aquat. Bot.201Q 92, 142-148. [CrossRef]

Zhang, Z.; Rengel, Z.; Meney, K. Interactive effects of N and P on growth but not on resource allocation of Canna indican wetland
microcosms. Aquat. Bot.2008 89, 317-323. [CrossRef]

Thepouyporn, A.; Yoosook, C.; Chuakul, W.; Thirapanmethee, K.; Napaswad, C.; Wiwat, C. Puri cation and characterization of
anti-HIV-1 protein from Canna indical. leaves. Southeast Asian J. Trop. Med. Public Hea12 43, 1153-1159. [PubMed]
Awosan, E.A.; Lawal, 1.O.; Ajekigbe, J.M.; Borokini, T.l. Antimicrobial potential of Rothmannia longi ora Salisb and  Canna indica
Linn extracts against selected strains of fungi and bacteria. Afr. J. Microbiol. Res2014 8, 2376—2380. [CrossRef]

Fahim, R.; Xiwu, L.; Jilani, G. Feasibility of using divergent plantation to aggrandize the pollutants abatement from sewage and
biomass production in treatment wetlands. Ecohydrol. Hydrobiol2021, 21, 731-746. [CrossRef]

Singh, R.; Bachheti, R.K.; Saini, C.K.; Singh, U. In-vitro antioxidant activity of Canna indicaextracts using different solvent system.
Asian J. Pharm. Clin. Re016 9, 53-56. [CrossRef]

Samal, K.; Dash, R.R.; Bhunia, P. Performance assessment of @anna indicaassisted vermi Iter for synthetic dairy wastewater
treatment. Process Saf. Environ. Pro2017 111, 363—-374. [CrossRef]

Ding, Y.; Wang, W.; Song, X.S.; Wang, G.; Wang, Y.H. Effect of spray aeration on organics and nitrogen removal in vertical
subsurface ow constructed wetland. Chemospher2014 117, 502-505. [CrossRef]

Ghezali, K.; Bentahar, N.; Barsan, N.; Nedeff, V.; Mosegutu, E. Potential of Canna indican Vertical Flow Constructed Wetlands
for Heavy Metals and Nitrogen Removal from Algiers Re nery Wastewater.  Sustain.2022 14, 4394. [CrossRef]

Zhimiao, Z.; Xiao, Z.; Zhufang, W.; Xinshan, S.; Mengqi, C.; Mengyu, C.; Yinjiang, Z. Enhancing the pollutant removal performance
and biological mechanisms by adding ferrous ions into aquaculture wastewater in constructed wetland.  Bioresour. TechnoR019
293 122003. [CrossRef]

Suganya, K.; Paul Sebastian, S. Phytoremediation prospective of Indian shot (Canna indicdin treating the sewage ef uent through
hybrid reed bed (HRB) technology. Int. J. Chem. Stud2017, 5, 102-105.

Haritash, A.K.; Sharma, A.; Bahel, K. The potential of Canna lily for wastewater treatment under indian conditions. Int. J.
Phytoremediatior2015 17, 999-1004. [CrossRef] [PubMed]

Yadav, P.; Pal, H. Removal of various pollutants from grey waste water using Canna lily plants: A concise review. Int. J. Res. Appl.
Sci. Eng. TechnoR02Q 8, 1190-1193. [CrossRef]

Brisson, J.; Chazarenc, F. Maximizing pollutant removal in constructed wetlands: Should we pay more attention to macrophyte
species selection?Sci. Total Environ.2009 407, 3923-3930. [CrossRef] [PubMed]

Wang, J.; Tai, Y.; Man, Y.; Wang, R.; Feng, X.; Yang, Y.; Fan, J.; Guo, J.J.; Tao, R.; Yang, Y.; et al. Capacity of various single-stage
constructed wetlands to treat domestic sewage under optimal temperature in Guangzhou City, South China. Ecol. Eng.2018 115
35-44. [CrossRef]

Hdidou, M.; Necibi, M.C.; Labille, J.; El Hajjaji, S.; Dhiba, D.; Chechbouni, A.; Roche, N. Potential use of constructed wetland
systems for rural sanitation and wastewater reuse in agriculture in the moroccan context. Energie2022 15, 156. [CrossRef]
Liang, Y.; Zhu, H.; Bafiuelos, G.; Yan, B.; Shutes, B.; Cheng, X.; Chen, X. Removal of nutrients in saline wastewater using
constructed wetlands: Plant species, in uent loads and salinity levels as in uencing factors. Chemospher2017 187, 52—61.
[CrossRef]

Guittonny-Philippe, A.; Masotti, V.; Héhener, P.; Boudenne, J.L.; Viglione, J.; Laffont-Schwob, I. Constructed wetlands to reduce
metal pollution from industrial catchments in aquatic Mediterranean ecosystems: A review to overcome obstacles and suggest
potential solutions. Environ. Int. 2014 64, 1-16. [CrossRef]

Zhang, Z.; Rengel, Z.; Meney, K. Nutrient removal from simulated wastewater using Canna indicaand Schoenoplectus validus in
mono- and mixed-culture in wetland microcosms. Water. Air. Soil Pollut.2007, 183 95-105. [CrossRef]


http://doi.org/10.1016/j.bbrep.2018.09.002
http://doi.org/10.30780/specialissue-ICAASET021/020
http://doi.org/10.5772/34338
http://doi.org/10.1111/njb.02411
http://doi.org/10.1016/j.ecoenv.2019.109692
http://doi.org/10.15294/biosaintifika.v13i2.30175
http://doi.org/10.1016/j.aquabot.2009.11.004
http://doi.org/10.1016/j.aquabot.2008.03.007
http://www.ncbi.nlm.nih.gov/pubmed/23431821
http://doi.org/10.5897/AJMR2013.6360
http://doi.org/10.1016/j.ecohyd.2021.05.003
http://doi.org/10.22159/ajpcr.2016.v9i6.10583
http://doi.org/10.1016/j.psep.2017.07.027
http://doi.org/10.1016/j.chemosphere.2014.08.084
http://doi.org/10.3390/su14084394
http://doi.org/10.1016/j.biortech.2019.122003
http://doi.org/10.1080/15226514.2014.1003790
http://www.ncbi.nlm.nih.gov/pubmed/25849028
http://doi.org/10.22214/ijraset.2020.31124
http://doi.org/10.1016/j.scitotenv.2008.05.047
http://www.ncbi.nlm.nih.gov/pubmed/18625516
http://doi.org/10.1016/j.ecoleng.2018.02.008
http://doi.org/10.3390/en15010156
http://doi.org/10.1016/j.chemosphere.2017.08.087
http://doi.org/10.1016/j.envint.2013.11.016
http://doi.org/10.1007/s11270-007-9359-3

Conservatior2022 2 511

63.


http://doi.org/10.1007/s10750-007-0733-3
http://doi.org/10.1016/S1001-6058(14)60057-3
http://doi.org/10.14299/ijser.2017.09.005
http://doi.org/10.1016/j.eti.2020.101234
http://doi.org/10.2166/wst.2014.273
http://doi.org/10.1007/s10669-009-9240-6
http://doi.org/10.1016/j.jclepro.2021.127644
http://doi.org/10.24200/amecj.v2.i03.66
http://doi.org/10.4172/2155-6199.1000290
http://doi.org/10.4038/sljb.v1i1.3
http://doi.org/10.12944/CWE.15.3.06
http://doi.org/10.3390/su12051927
http://doi.org/10.1016/j.cej.2019.122363
http://doi.org/10.4236/ajps.2016.715189
http://doi.org/10.12944/CWE.9.3.26
http://doi.org/10.3390/w13141937
http://doi.org/10.1080/10934529.2018.1515519
http://doi.org/10.1088/1755-1315/308/1/012020
http://doi.org/10.1080/15226514.2021.1926909
http://www.ncbi.nlm.nih.gov/pubmed/34077330
http://doi.org/10.1007/s11356-018-2486-0







